
It also has black painting to protect against corrosion.

Frame with hydraulic seal to prevent the passage of odors.

Made of spheroidal graphite cast iron (EN-GJS-500-7) 
according to EN 1563, this device is standardized for load 
class D400 (Group 4 of EN 124-2:2015). It is intended to be 
applied in passageways (including pedestrian streets), hard 
shoulders and parking areas for all types of road vehicles.

DESCRIPTION

The Round Recessed Manhole Cover D400 is one of the 
benchmarks covers aimed at areas of heaby traffic, not 
requiring filling to meet the requirements of the class.

The cover is provided with two handles for its lifting and is 
designed for filling with cobblestone or equivalent.

ROUND RECESSED D400

FEATURES:

• Cover made of spheroidal graphite cast iron (ductile), EN-GJS-500-7, EN 1563:1997;
• According to EN 124-2:2015, class D400;
• No need for filler to fill the class D400;

• 50mm recess for filling.

• Frame with hydraulic section to prevent passage of odors; 
• Equipped with 2 handles for lifting the cover;
• Designed for filling with pavement or equivalent;
• Black painting for corrosion protection;

APPLICATIONS:

Carriageways of roads (including pedestrian streets), hard shoulders, and parking areas for all types 
of road vehicles.

CAPA Drain reserves the right, without prior notice, to change specifications on the product.

DRAWINGS

www.capadrain.com

Useful
recess

50

Hydraulic
Seal

Ref. Model Ø A Ø O Ø B H h

922060 600 755 600 665 80 50

øB

øA

H

øO

h


